
326 Kensal Road, W10 5BZ

www.thegramophoneworks.com

THE DOCK
View brochure

THE STUDIO
View brochure



The Dock
at The Gramophone Works
326 Kensal Rd, W10 5BZ





Introduction  

True London creativity
West London spirit

Set in the heart of West London, this new destination 
workplace The Dock at The Gramophone Works offers 64,126 
sq ft of high-quality office space over six floors. 
Imaginatively designed and sustainably built in an 
inspiring position overlooking the Grand Union Canal,  
The Dock is a bold focal point in a thriving community  
that channels the area’s unique creative spirit.  



Sanderson & Sons  

1919 

Sanderson & Sons (wallpaper and paint 

manufacturers) takes over the site on  

which the Gramophone Works now sits.

Trojan Records

1975 

Saga acquires B&C and Trojan Records and 

bring reggae to Kensal Road with a back 

beat and catalogue of Jimmy Cliff, Bob 

Marley & the Wailers.

Notting Hill Carnival 

1966 

First Notting Hill Carnival takes place  celebrating Caribbean culture and dispelling 

racial tension from the 1950s. The annual event passes down the Kensal Road and the 

doorstep of The Gramophone Works.

Saga Records 

1960 

Marcel Rodd of Art & Sound Ltd acquires 

the site and Saga records Ltd. He makes 

classical music affordable to ordinary 

people, cutting and pressing records  

from the Old Gramophone Works using 

recycled vinyl.

Rich heritage.
Dynamic future.

Introduction  

29THE SAGA CENTRE / OLD GRAMOPHONE WORKS

2.0  Site & Context
2.11 Historical Photographs

View of Saga Centre from Kensal Road c. 1969 (RBKC Archives)View of Saga Centre from Corporation Yard c. 1969 (RBKC Archives)

West London’s creative melting pot has long been home 
to music pioneers, from The Clash to Trojan Records to 
the Gorillaz. In a neighbourhood with such an impressive 
creative legacy, The Dock stands out as a building with  
a remarkably storied past. From classical music rebels  
to punk iconoclasts and reggae renegades,this place has 
seen them all.



 —64,132 sq ft available office 
accommodation

 —Floorplates ranging from c.7,083- 
14,111 sq ft

 —Terraces providing c.6,300 sq ft  
of outdoor spaces

 —Cycle park with 90 cycle spaces 
with lockers and maintenance area

 —Changing facilities with 7 showers

 —Contemporary reception with an 
event space of c.2,400 sq ft

 —Canal side cafe & bar c.1,100 sq ft

 —Feature meeting room spaces within 
historic circulation tower

 —Innovative expressed timber 
structure

 —3 no. (10 person) passenger lifts

 —New metal tiled raised floor  
(125 mm floor void)

 —Floor to ceiling height 3500mm 
(second to fifth floors) 

 —Exposed ceiling mounted VRV heating 
& cooling system combined with 
fresh air supply

 —Exposed concrete feature columns

 —Building designed to an 
occupational density of 1:10 sq m 
(1:8 sq m to ground & first floors)

The Building

Inspiring spaces. 
   Impressive spec.

Third Level terrace facing North



Stunning design.
Sustainable features.

Entrance

The Building

Designed with sustainability in mind, The Dock is a beautiful 
building with a wealth of innovative features and a coveted 
BREEAM status. Expressed timber construction and exposed concrete 
columns create a unique interior, while the green roof, solar 
shading and outdoor terraces continue the environmental theme 
outside. With parking for 130 cycles in the basement, green 
commuting is easy.



Third LevelThe Building



CafeThe Building

Relaxing workspace. 
Thriving community.
The Dock will be more than a cutting edge workplace – it 
will have a canal side terraced cafe and an impressive 
reception that can double as an event space. With breakout 
spaces throughout and terraces offering inspiring views, 
this is a place in which to work, connect, relax and enjoy.



Third LevelThe Building



Green roof Solar shading

Photovoltaic

power generation

BREEAM  

rated excellent

Cycle park with 

90 spaces

Low energy  

LED lighting 

with sensors

1

2

3

4

5

The Building Key Features

01

02

03

04

05

Canal side cafe & bar 

Feature meeting room

Neon lighting

Expressed timber 

structure

Outdoor terraces

Sustainability



Canal side lifestyle.
Wellbeing focus.

The Area

Proudly positioned on the banks of the Grand Union Canal, The 
Dock is a chilled yet inspiring place to work, created with an 
emphasis on staff wellbeing. Enjoy a meeting on the terrace or 
take a lunchtime stroll. Cycle to work along the towpath or gaze 
over the canal and discover creative inspiration. 



The Area

Creative leaders. Westside heroes.  

WHITE CITY

SHEPHERD’S BUSH

PADDINGTON

NOTTING HILL

QUEEN’S PARK

LADBROKE GROVE

KENSAL

The Dock 
at The Gramophone Works

Home to a range of major players in  
the creative industries, West London is 
attracting a new generation of up-and- 
coming businesses who are discovering  
the benefits of working out west. From TV 
and fashion, to advertising, digital and 
the music industry, there’s a palpable 
excitement about the west side. A place  
in The Dock puts you at the heart of 
what’s happening.   



Paradise, Kensal Green

Pizza East, Notting Hill

The Area

Whichever direction you travel from The Dock, you’ll discover 
the jewels of West London lifestyle within easy reach. In close 
proximity to Portobello Road’s famous street stalls and shops, 
Notting Hill’s fine dining and pubs, and White City’s retail and 
members clubs, there’s more than enough to keep you entertained.  

Cherished favourites.
Neighbourhood hotspots.



The Ledbury,

Notting Hill

Ottolenghi, Notting Hill

Parlour, Kensal RiseThe Area

Snaps and Rye,

Notting Hill

Electric Cinema (Portobello Rd), 

Notting Hill 

White City House, 

Shepherd’s Bush



The Area

Kings Cross St PancrasLadbroke Grove

13 mins 18 mins

EUROSTAR
40 mins

MaryleboneKensal Green

13 mins 14 minsMARYLEBONE
30 mins

Oxford Circus Kensal Green

13 mins 18 mins
OXFORD CIRCUS
35 mins

EustonKensal Green

13 mins 17 mins
EUSTON
30 mins

Whether you’re hopping on the tube, jumping 
on a bus or getting on your bike, London’s 
major transport hubs are all within reach. 
And with Heathrow just a 30 min cab ride 
away, your international clients and 
partners will enjoy the benefits of being  
at the right end of London. 

Capital connections. 
In all directions.   

London BridgeLadbroke Grove

4 mins 11 mins 11 mins
LONDON BRIDGE
35 mins

Baker Street

BakerlooQueen’s Park

8 mins 12 minsBAKER STREET
30 mins

PaddingtonLadbroke Grove

4 mins 5 minsPADDINGTON
20 mins



Floor Areas

AVAILABLE SQ FT AVAILABLE M2FLOOR

05 7,083 658

04 10,344 961

03 10,592 984

02 14,111 1,311

01 11,614 1,079

00 9,688 900

-01 700 65

64,132 5,958TOTAL



Level 00

9,688 sq ft

TOTAL AVAILABLE

05
04
03
02
01
0000

-01

9,688 sq ft

OFFICE ACCOMMODATION

1,119 sq ft

RECEPTION

CAFE

2,390 sq ft

KENSAL ROAD

GRAND UNION CANAL

Floor Plans  



0505
04
03
02
01
00

-01

KENSAL ROAD

GRAND UNION CANAL

7,083 sq ft

2,691 sq ft

TOTAL AVAILABLE

Level 05

OFFICE ACCOMMODATION

TERRACE

7,083 sq ft

Floor Plans  



10,344 sq ft

318 sq ft

TOTAL AVAILABLE
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-01

KENSAL ROAD

GRAND UNION CANAL

Level 04

OFFICE ACCOMMODATION

TERRACE

10,344 sq ft

Floor Plans  



10,592 sq ft

3,014 sq ft

TOTAL AVAILABLE
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OFFICE ACCOMMODATION

TERRACE

KENSAL ROAD

GRAND UNION CANAL

Level 03

10,592 sq ft

Floor Plans  



14,111 sq ft

TOTAL AVAILABLE
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OFFICE ACCOMMODATION

KENSAL ROAD

GRAND UNION CANAL

Level 02

14,111 sq ft

Floor Plans  



11,614 sq ft

TOTAL AVAILABLE
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OFFICE ACCOMMODATION

KENSAL ROAD

GRAND UNION CANAL

Level 01

11,614 sq ft

Floor Plans  



KENSAL ROAD

GRAND UNION CANAL

700 sq ft

TOTAL AVAILABLE

STUDIO

CYCLE HUB

SHOWERS 7

Floor Plans  Level -01

700 sq ft
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04
03
02
01
00

-01-01

90 SPACES



Occupancy Levels

For the purpose of calculation, the following occupation levels 

have been used:

 — Ventilation/Servicing Strategy: 1 Person / 8 sqm

 — Means of escape: 1 Person / 7.5 sqm

 — Lifts: 1 Person / 8 sqm

 — Toilet Provision: 1 Person / 8-10 sqm as per BCO guidelines 

Structure
 — Existing concrete structural frame retained and adapted.

 — New extensions will be constructed from an engineered 
timber frame with cross laminated timber (CLT) infill wall, 
and floor panels.

 — New cores will be constructed from a combination of 
reinforced concrete and CLT panels.

 — New foundations where required will be reinforced concrete 
piles. 

Existing Towers

A key identity of the design is the retention and celebration of 

the circulation towers to add character, heritage and vertical 

expression to the scheme. Both towers will be extended and 

capped with a coloured glass feature to define the building’s 

identity. The North tower will be accessible on all floors.

Floor to Ceiling heights

On all office floors the height is maximised by the omission of 

suspended ceilings. The existing ground & first floors have a 

floor to ceiling height of 2650 mm with beams and services 

running below this. To maximise height they do not have raised 

access floors over the existing structure. However, areas of 

new structure have a 125mm service void below a raised access 

floor.

Second to fifth floors have a floor to ceiling height of 3500mm 

with beams and services running below this. They all have 

raised access floors with a 125mmm service zone throughout.

Facade & Glazing

Brick facade with large punched framed windows from ground 

to second floor. The upper floor façades are all of glazed 

curtain walling with expressed external bronzed aluminium 

mullions.

Roofs

Flat roofs throughout with areas of planting to encourage local 

biodiversity, photovoltaic panels and service areas.

Terraces & External Spaces

Terraces & external spaces are provided wherever possible to 

capitalise on the canal side location. The ground floor has direct 

access to the mews running along the rear of the property, the 

courtyard and the cafe terrace onto the canal. At third floor 

level the building is set back along the canal providing a large 

terrace. Smaller terraces are located on the fourth & fifth 

floors.

New terrace planting will be provided in freestanding planters 

to be maintained and replenished as required. Integrated 

lighting will be provided throughout for way finding and 

highlighting aspects of the building. The external spaces can be 

secured with steel access gates.

Lifts 

Three central passenger lifts, each carrying 10 passengers 

at 1.0m/s serve the ground floor through to fifth floor with 

one of the lifts serving the basement floor level to meet BCO 

guidelines. In addition two fire-fighting lifts are located in the 

east and west escape cores which can be used for passenger 

movements. One of these will double up as a goods lift and 

provide cycle access to the basement storage facility.

WC’s & Shower Facilities

All WCs are ‘superloos’ with hand basins and wall mounted 

pans, vanity mirrors & hand dryers. Materials reflect the 

character of the building with plain & feature tiled surfaces and 

timber louvre ceilings.

Separate Male & Female changing rooms are provided with 

personal locker storage areas in the basement. Showers are 

individual wet rooms with private changing areas & 900mmm 

x 900mm showering areas. Non-slip finishes are provided 

throughout.

Acoustic Criteria 

External noise ingress is controlled to within the BCO criteria 

as follows:

 — Open Plan Office Areas: NR38

 — Entrance Lobbies: NR40

Noise from building services is controlled to within the BCO 

criteria as follows: 

 — Open Plan Office Areas: NR38

 — Entrance Lobbies: NR40 

 — Toilets: NR45 

Servicing

Refuse stores are located on the ground floor along the  

mews. Plant areas are located direct from the mews or  

via the dedicated service lift to the basement.

Cycle Provision

There are 90 cycle spaces located within the basement 

adjacent to the shower facilities and lockers.

Dedicated clothes drying and bike maintenance areas are  

also provided.

In addition there is space for 12 no. visitor cycle spaces  

within the mews.

Mechanical Services

 — All areas are air conditioned using a centralised high 
efficiency VRV system with a high level of zonal control. Heat 

rejection will occur via roof mounted cooling plant

 — Filtered Ventilation is supplied to each unit via air handling 
units with heat recovery systems, located at the roof  
plant area

 — To allow for division of office floors, two separate electrical, 
heating & chilled water risers are located at opposite sides of 
the floor plate.

 — Extract is provided to the office toilet & shower areas.

 — Dedicated tenant plant areas have been provided at roof 
level. Allowance based on two tenants per floor, installing up 
to two separate systems of up to 10kW each

Automation

A Building Management System (BMS) is proposed to provide 

effective and automatic control of the environmental conditions 

within the buildings. This will include the heating, cooling, ventilation, 

domestic water and gas systems. The ventilation system/panels 

will be linked to the fire alarm to enable the system to ‘shut down’ 

as required.

Mechanical Design Criteria
External Design Criteria

 — Winter: -4°C dry bulb / Saturated  
wet bulb 

 — Summer: -30°C dry bulb / 20°C wet bulb 

 — Heat Reduction Design Criteria: 35°C dry bulb, 22 °C wet bulb

Internal Design Criteria (Office)

 — Winter: 21°C +/- 2°C 

 — Summer: 24°C +/- 2°C 

Ventilation

 — Office Areas: 12 litres per second per person + extra 30% to 
allow for future partitioning

 — Toilets: 8 air changes per hour extract

Technical Specifications



Public Health Services

Unvented gas-fired hot water calorifiers are located within 

the basement DHW plant room and a twin pipe flow and 

return system is provided with a secondary circulation pump 

maintaining design temperatures at 55°C. Thermostatic Mixing 

Valves are provided at point of use such as wash basin outlets.

Portable boosted cold water service is provided to all drinking 

water outlets and sanitary ware cold water connections. 

Soil and waste systems will be provided to take the discharge of 

foul and waste water from all sanitary ware and fitments. 

Dedicated boosted cold water services are provided to supply 

a potable cold-water service to each office floor demise, with 

provision for 2 independent tenants per floor.

Electrical services 

The development is served by a new UKPN power supply. A 

new UKPN HV network sub-station will be located at ground 

floor level. The substation will house UKPN HV switchgear and 

transformers.

The estimated maximum demand for the development is 790kVA 

with 10% future load expansion factor incorporated.

Each office distribution board is split metered into two load 

groups to monitor small power and lighting consumption. 

The electrical services have been designed to provide maximum 

flexibility for incoming tenants. To provide this flexibility, electrical 

risers have been located to allow a notional office split.  Tenant 

distribution boards will be provided on all floors. Landlord 

distribution boards will be provided throughout the building. 

General small power outlets shall be provided throughout the 

Landlord areas of the building to serve cleaning equipment, 

plantroom maintenance, hand dryers, reception desk, security 

services and items of mechanical plant. 

General small power distribution to tenant office spaces will not 

be provided as part the Cat A fit-out allowing incoming tenants 

maximum flexibility for the configuration of office spaces. 

Electrical Design Criteria

Service Systems load density (NIA) (W/m2)

Lifts 10

Hvac 55

Ancillary 10

Office

Lighting 12

Small Power 25

Cafe

Lighting 12
Small Power 225 - Assuming gas cooking

Amenity

Lighting 10

Small Power 5

Plant rooms & Core

Lighting 10

Small Power 5

An allocation of 15kW has been allowed for the basement 

comms room. An Allocation of 20kW has been allowed for the 

Tenants’ Secondary Equipment Rooms (supplied by Tenant).

Lighting 

The design illumination (average maintained) levels shall be 

within the following ranges as recommended by CIBSE lighting 

guides:

Area Illuminance 
level (Lux)

Colour Rendering

Cafe 200-300 80
Office 400-500 80
Plant Room 150-200 60
Toilets / WC’s 100-200 80
Circulation 100 40
Entrance lobby 100 80
Stairs 100 40

 

Emergency Lighting 1 lux minimum on escape path and 0.5 lux 

minimum on open plan office.

Lighting design has been carried out in accordance with BCO 

guidelines & the principles of the CIBSE Lighting Guides. Office 

areas will be illuminated by low energy, electronic, suspended 

fluorescent & / or LED luminaires. The lighting is controlled by 

means of a programmable control system. This will enable the 

lighting layout to be easily reconfigured for partitioning works 

without major alterations.

Fire

Detection 

The office accommodation including all ancillary 

accommodation will be fitted with an automatic fire detection 

& fire alarm system to a minimum Category L1 coverage in 

accordance with BS5839-1:2013.

Evacuation 

Designed to BS9999:2008 & based upon simultaneous 

evacuation, protected stair cores with refuges & call points 

serve the building with two modes of escape from each floor. 

Compartmentation
 — Compartment floors: 90FR

 — Firefighting shaft: 120FR 

 — Between firefighting stair/lobby/lift: 60FR 

 — Structure: 90FR

Protective installations 

150kVA Life Safety Generator at 0.8 PF serving:

 — Fire alarm system

 — 2no. Firefighting lifts

 — 2no. Firefighting lobby smoke ventilation systems

Technical Specifications
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Kensal

The Area

West London’s best-kept secret, Kensal 
Rise, is bordered by Queen’s Park, Notting 
Hill, Portobello Road and Ladbroke Grove. 

With great transport links, green spaces 
and an eclectic mix of shops, bars and 
restaurants, Kensal Rise is home to  
some of the capital’s key creatives.  
Vogue magazine dubbed Chamberlayne Road, 
the area’s high road, the ‘hippest street 
in Europe’.



ConnectionsThe Area

Source: Google

Kensal Rise

Overground

Overground

Kensal Green

Bakerloo

Westbourne Park

Ladbroke Grove

Circle

Circle

Hammersmith & City

Hammersmith & City

Paddington 24 mins
(By tube)

Bakerloo

Circle

District

Crossrail

National Rail

Heathrow Airport 45 mins
(By tube)

Bus stop

Santander cycle docking station

Kensal 
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Kensal 
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The Area
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Canal Deli 

Grand Union Canal

Pizza East

Minkie’s Deli
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The Neighbourhood

MyFitness Studio07

06 The Moat Studios

Queen’s Park Gardens04

09 Sainsbury's

05 Canal Deli

03 Minkie’s Deli
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The project is a refurbishment of the 
original 20th century building. The 
development retains a strong canal side 
industrial character whilst introducing 
new and contemporary architecture & office 
environments to the site. Large set back 
terraces provide exciting external spaces 
overlooking the canal. 

The Building

The Studio



CourtyardThe Building



ReceptionThe Building



Ground FloorThe Building



Third FloorThe Building



Terrace ViewThe Building



The Building

Energy efficient  

heating/cooling 

systems

Low energy LED 

lighting with 

sensors

Sustainably 

sourced timber 

terrace structures

Increased insulation 

levels and double 

glazed windows

42
cycle hub spaces

7
showers

Sustainability

Baker Street

20 min

Bond Street

22 min

Westfield

9 min

Paddington

11 min

Portobello Road

5 min



Floor Areas

AVAILABLE SQ FT AVAILABLE M2FLOOR

03 4,521 420

02 4,790 445

01 5,834 542

00 4,747 442

-01 2,120 197

19,892 1,848TOTAL



Floor Plans Level 00
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Floor Plans Level 01
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Floor Plans Level 02
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Floor Plans Level 03
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Floor Plans Level -01
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The Building

 —Total office area c.19,892 sq ft NIA 

 —Floorplates ranging from 600 - 5,000 sq ft NIA

 —Contemporary designed office reception with event  
space (c. 500 sq ft) 

 —13 person passenger lift

 —3 roof terraces across 1st & 3rd floors totalling  
1,200 sq ft

 —30 cycle hub spaces with lockers and maintenance area

 —Changing facilities including 7 showers 

 —Exposed concrete structure

 —Exposed ceiling mounted VRF heating & cooling system 
combined with fresh air supply 

 —Building designed to an occupational density  
of 1:10 sq m 

 —Industrial double-glazed heritage style windows

 —LED linear suspended up/down lighting

Specification



Technical Specifications

Occupancy Levels

For the purpose of calculation, the following occupation levels 

have been used: 

 — Ventilation/Servicing Strategy:  
1 Person / 8 sqm

 — Means of escape: 1 Person / 7.5 sqm

 — Lifts: 1 Person / 8 sqm

 — Toilet Provision: 1 Person / 10 sqm as  
per BCO guidelines

Structure 

Existing structural concrete columns and beams will be retained, 

repaired and repainted. The new terrace extensions will be 

constructed from Glulam timber columns & beams with timber 

decking infill & vertical timber balustrading.

Floor to Ceiling heights 

On all office floors the height is maximised by the omission of 

raised access floors and suspended ceilings with the exception 

of the ground floor which has a raised access floor with 125mm 

service void. Due to the eclectic mix of buildings and spaces the 

floor to ceiling heights vary considerably across  

the development.

Approx. max. floor to ceiling heights

Building 1

Ground 3900mm

First 2800mm

Second 2800mm

Third 2800mm

Building 2

Ground 3700mm

First 2600mm - 5000mm (sloped roof)

Building 3

Ground 4100mm

First 2600mm

Second 2800mm

Third 2200mm

Facade & Glazing

The existing façades have been repaired and internally insulated 

to improve thermal efficiency. All glazing is either double-

glazed Crittall style heritage windows or aluminium framed 

contemporary glazing (e.g. Reception entrance).

Terraces & External Spaces

Terraces & external spaces are provided wherever possible to 

capitalise on the canal side location. The ground floor has direct 

access to the central courtyard space which is partially covered 

by the first-floor terrace. In addition a canal side terrace is 

accessed from the first floor. Two roof terraces overlooking the 

canal are also accessible from the third floor. The external spaces 

can be secured with steel access gates.

Lifts 

13 person passenger lift. This will travel at 1.0m/s between 

basement & third floors. Fob access controls will ensure security 

due to the ground floor external access. Building 3 does not 

have lift access and is instead served by the existing external 

staircase.

WC’s & Shower Facilities

All WCs are ‘superloos’ with hand basins and wall mounted pans, 

vanity mirrors & hand dryers. Materials reflect the character of the 

building with plain & feature tiled surfaces. Separate Male & Female 

changing rooms are provided with personal locker storage areas 

in the basement. Showers are individual wet rooms with private 

changing areas & 900mmm x 900mm showering areas. Non slip 

finishes are provided throughout.

Servicing

Refuse stores are located on the ground floor below the 

external access stairs. Plant areas are located at basement 

and roof levels.

Office Cat A

 — Plasterboard painted walls 

 — Exposed brickwork feature walls

 — Painted concrete columns beams and soffits

 — Exposed ceiling mounted services

 — Glazed or partially glazed facades

 — Galvanised steel perimeter & column service conduits 
throughout

 — Cleaner’s cupboards

 — Capped off tea-point services 

Building Reception

The ground floor of Building 2 provides a reception and communal 

event space located directly off the courtyard.

Cycle Provision

There are 30 cycle spaces located within the basement adjacent 

to the shower facilities and lockers.

Dedicated clothes drying and bike maintenance areas are also 

provided. Additional external visitor cycle spaces are provided at 

ground floor.

Mechanical Services

 — All areas are air conditioned using a centralised high efficiency 
VRF system with a high level of zonal control. Heat rejection 
will occur via roof mounted cooling plant

 — Ventilation is supplied to each unit via air handling units located 
at the roof plant area

 — Extract is provided to the office toilet & shower areas.

 — Dedicated tenant plant areas have been provided at roof level 

Public Health Services

Portable boosted cold water service is provided to all drinking 

water outlets & sanitaryware cold water connections. 

Soil & waste systems will be provided to take the discharge of foul 

& waste water from all sanitaryware & fitments. 

 

Electrical services 

Each office area has a dedicated distribution board and is 

metered to monitor small power & lighting consumption. The 

electrical services have been designed to provide maximum 

flexibility for incoming tenants. General small power outlets shall 

be provided throughout the Landlord areas of the building to 

serve cleaning equipment, plantroom maintenance, hand dryers, 

reception desk, security services & items of mechanical plant. 

General small power distribution to tenant office spaces will not 

be provided as part the Cat A fit-out allowing incoming tenants 

maximum flexibility for the configuration of office spaces.

Lighting

Lighting design has been carried out in accordance with BCO 

guidelines & the principles of the CIBSE Lighting Guides. Office 

areas will be illuminated by low energy, electronic, suspended 

fluorescent & / or LED luminaires. The lighting is controlled by 

means of a programmable control system. This will enable the 

lighting layout to be easily reconfigured for partitioning works 

without major alterations. Recessed low energy LED lighting used 

throughout WCs and changing areas. 

 — Architectural and feature LED lighting to Reception area

 — External building accent lighting to reception area

 — External wayfinding lighting along canal towpath and external 
spaces 

Access & Security Systems

 — Video entrance system with electronic release controls  
to gates

 — Fob access lift
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